SEE MANHOLE FRAME

AND COVER DETAIL

INSTALL MANHOLE FRAME
TO FINISHED GRADE

STREET SURFAC% _\

PSS |

BEFORE PLACING LAST
LIFT OF PAVING
CONCRETE APRON
r1" POURED IN PLACE
o 2t

3

107 MIN. [0 12 187 MIN
_.|4»_ 24" MAX.
[NO STEP TO BE INSTALLED | _ |
& . \ ALL JOINT SHALL BE
CONCENTRIC ~—24" DIA— 'y SEALED WITH "RAMNEK”
CONE ’ SEALING GASKET

DROP CONNECTION

WHEN SPECIFIED \

REVERSE WYE

DROP PIPING TO BE
SAME SIZE AS
INTERCEPTED SEWER

6" MIN.

NO. 4 DOWELS AT ALL
CONSTRUCTION JOINTS

3" MIN.

CONCRETE
ENCASEMENT

MATERIAL OR
APPROVED EQUAL

/.4 DIAMETER MANHOLE \/

ST
NO. 4 BAR @ 12"
EACH WAY———

» N 41 / 8"
| FOR 36" & SMALLER PIPE [
| 18", 24", 36" OR 48"
|/ “PRECAST SECTIONS
SEE MANHOLE AS REQUIRED
SECTIONS
TROWEL
FINISH
FORM GROOVE
IN BASE
Z
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SIS |
4'—8 1/4" SQUARE

(SEE NOTE 1)

NOTES:

1. MANHOLE BASE REINFORCING IS NOT REQUIRED FOR

36" DIAMETER OR SMALLER.

2. LAY PIPE THRU BOTTOM OF MANHOLES. AFTER CONCRETE
IN BASE HAS SET, KNOCK OUT PORTION OF PIPE INDICATED

WITH DASHED LINES.
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TROWEL SMOOTH
CURVE TO FIT

TYPICAL CURVED MANHOLE TYPICAL MANHOLE
WITH 2 BRANCHES

NOTE:

THE TOP HALF OF THE PIPE SHALL BE REMOVED
TO THE CONTOUR OF THE INSIDE OF MANHOLE &
THE BROKEN EDGES SHALL BE PLASTERED SMOOTH
WITH CEMENT GROUT TYPICAL FOR ALL MANHOLE
AS SPECIFIED.

CHANNELIZE IN
DIRECTION OF FLOW
(DO NOT INTRUDE
MORE THAN 20% OF
PIPE DIAMETER)
(TYPICAL)

TROWEL SMOOTH
CURVE TO FIT

TYPICAL MANHOLE TYPICAL STRAIGHT
WITH 1 BRANCH THROUGH MANHOLE
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MACHINED
SURFACES
26—1/4" DIA.
25-5/16" DIA.
25-1/4" DIA.
o
b —1/2" 1-1/8"
3 Al “;1 1/2 {—1_3/8” r
FRAME ( =77 ey
%M } 7[- f 4’—1/2"
£ L |
)
24" DA, ————+ ‘ L9/16"
31 1/2" DIA. |
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SEWER MAIN IN LOCATIONS WHERE THE CURB CAN NOT BE
/\g STAMPED, A 2" x 2" x 3' REDWOOD STAKE SHALL BE
SET 6” ABOVE GROUND IF PROJECTION IS NOT
DANGEROUS OR OBJECTIONABLE

1/8 BENDS AS REQUIRED

7
/ V.CP. OR P.V.C.

LATERAL
PLAN R
WYE
NOTES:
1. STAMP "S" IN CURB FACE TO SHOW
— LOCATION OF LATERAL.
2. MINIMUM SLOPE OF LATERAL SHALL
BE 1/4" PER 12". R

V.C.P. OR P.V.C.
LATERAL
77N
[ \
] 8 ? \
| |
- T ]
\

/
40 SEE DETAIL C—6 Fo\Rj PLUG END
CLEAN-OUT DETAIL

MINIMUM COVER-—4' BELOW BACK
OF SIDEWALK— IF NO SIDEWALK

E_LEMAILQN_ EXISTS, 5 BELOW CROWN OF
STREET
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FRAME AND COVER
SEE DETAIL AT RIGHT

/—‘STREET SURFACE ?

12” ‘ ’ a‘ 1» _1
{ PR Ay
V.C.P. OR P.V.C. PROVIDE FOR SLIPPAGE
RISER TO BE ~ MASTIC SEAL
SAME SIZE [ ) )
AS MAIN . , | 3/4 l_1—1/4
6 “5" LONG RADIUS 1/8 BEND ——— o
SELECT BACKFILL p o
MATERIAL 12" DIA.

3 SECTION A-—-A

e 14" DIA.

DY EEP ,~—12—1/8” DIA.—I
AN L Z %

WYE 7 4-] 10-1/2" DIA. p; 71/2"
"a '»: . P ‘J = W-; [—-— 1/2',

% AR ST 6',, 1/2”%
PLUG END \CONCRETE BLOCK SHALL BE -~ 13" DIA.

WIDTH OF TRENCH

18" DIA.

R RN N IR RN I IR N RN R S

COVER—-7" BELOW BACK OF
1/8 BENDS AS REQUIRED SIDEWALK—IF NO SIDEWALK

EXISTS, 8 BELOW CROWN
OF STREET

4 £ /\ * N ‘ ’
7 PLUG END
MACHINE TAMPED

BEFORE INSTALLATION

WYE

DEEP SEWER RISER SHALL BE CONSTRUCTED
WHEN DEPTH OR SEWER FLOW LINE EXCEEDS
10" BELOW CROWN OF STREET.

STANDARD P.V.C. OR V.C.P, DEEP SEWER RISER
MAIN
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STANDARD SEWER MAIN CLEAN-OUT &
STANDARD DEEP SEWER RISER
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2'-0" MAXIMUM

6" MINIMUM

ACK OF WALK

GROUND—
7

A TP

TWO WAY COMBINATION
CAST IRON CLEAN-OUT.

l
I
i

-~
-~

i

AL

THREADED BRASS, STANDARD CLEAN-—-OUT
PLUG OR APPROVED EQUAL.

. P.V.C. (CLASS 150), V.C.P.

OR APPROVED EQUAL.
PIPE TO BE SAME I.D. AS LATERAL

USE V.C.P. OR P.V.C. TO CAST
IRON ADAPTER AS NECESSARY

=

3 NEW LATERAL

PLUG END

INNNNNNN

NOTES:

18 1/4"

1. ALL CLEAN-OUT BOXES SHALL BE MANUFACTURED BY CHRISTY CONCRETE
PRODUCTS WITH THE FOLLOWING SPECIFICATION NUMBERS:

(SIS

4" RISER
NON—TRAFFIC TRAFFIC
BOX V—1 G-5
LID D-210 C-275

SHALL NOT BE PERMITTED.
4, LATERAL PIPE SHALL NOT BE CUT. "BANDSEAL” WILL NOT BE
ALLOWED IN NEW LATERAL CONSTRUCTION.
5. STAMP OR GRIND FACE OF CURB WITH "S" WHERE LATERAL PASSES UNDER CURB,
IF NOT PRESENT.

LIDS SHALL BE MARKED "SEWER”
BACKFILL FOR CLEAN—OUTS SHALL BE COMPACTED BY JETTING. TAMPING

IRON BODY CLEAN—OUT WITH RAISED HEAD,

1//

~Cle s Approved

Date ‘;021‘}25— 05

CITY OF MOUNTAIN VIEW
DEPARTMENT OF PUBLIC WORKS
STANDARD DETAIL

SEWER LATERAL CLEANOUT
FOR NEW 4" LATERALS
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2'-0" MAXIMUM
6” MINIMUM

BACK OF WALK

IRON BODY CLEAN—OUT WITH RAISED
HEAD, THREADED BRASS, STANDARD
CLEAN—-OUT PLUG OR APPROVED
EQUAL.

P.V.C., V.C.P. OR APPROVED EQUAL.
PIPE TO BE SAME 1.D. AND MATERIAL
AS LATERAL.

—’B—BEND

I - 7/l
PLUG END
\‘2 NEW LATERAL WYE j%\ AT R
N N

NOTES:

1. ALL CLEAN-OUT BOXES SHALL BE MANUFACTURED BY CHRISTY CONCRETE
PRODUCTS WITH THE FOLLOWING SPECIFICATION NUMBERS:

6" RISER 8" RISER
NON—-TRAFFIC | TRAFFIC | NON—-TRAFFIC | TRAFFIC
BOX G-8 G-8 G—12 G—-12
LD C-276 C-276 C-280 C—-280

2. LIDS SHALL BE MARKED "SEWER”
3. BACKFILL FOR CLEAN—OUTS SHALL BE COMPACTED BY JETTING. TAMPING
SHALL NOT BE PERMITTED.

4. LATERAL PIPE SHALL NOT BE CUT. "BANDSEAL” WILL NOT BE
ALLOWED IN NEW LATERAL CONSTRUCTION.

5. STAMP OR GRIND FACE OF CURB WITH "S” WHERE LATERAL PASSES UNDER CURB,
IF NOT PRESENT.

OFESSTE CITY OF MOUNTAIN VIEW
T DEPARTMENT OF PUBLIC WORKS
$l Approved
e 57505 STANDARD DETAIL

SEWER LATERAL CLEAN-OUT
FOR NEW 6" & 8" LATERALS

rue o, _C—6A_




2'-0" MAXIMUM

6" MINIMUM

ACK OF WALK

GROUND
7

IRON BODY CLEAN—-OUT WITH RAISED HEAD,

TWO WAY COMBINATION
CAST IRON CLEAN—-OUT

THREADED BRASS, STANDARD CLEAN-OUT
PLUG OR APPROVED EQUAL.

_____P.V.C. (CLASS 150), V.C.P.
OR APPROVED EQUAL.
PIPE TO BE SAME I.D. AS LATERAL

CUT EXISTING LATERAL AND INSTALL

TWO WAY COMBINATION CLEAN-OUT
] WITH MISSION CLAY PRODUCTS
\ "BAND—-SEAL” OR APPROVED EQUAL
N /
______ c e Z N\ -
|

18 1/4”

1. ALL CLEAN-OUT BOXES SHALL BE MANUFACTURED BY CHRISTY CONCRETE
PRODUCTS WITH THE FOLLOWING SPECIFICATION NUMBERS:

4" RISER
NON—-TRAFFIC TRAFFIC
BOX V-1 G-5
LID D-210 C-275

2. LIDS SHALL BE MARKED "SEWER”

3. BACKFILL FOR CLEAN—OUTS SHALL BE COMPACTED BY JETTING. TAMPING

SHALL NOT BE PERMITTED.

4, STAMP OR GRIND FACE OF CURB WITH "S” WHERE LATERAL PASSES UNDER CURB,

IF NOT PRESENT.

“:, Approved

Date ?@‘25‘25_05

CITY OF MOUNTAIN VIEW
DEPARTMENT OF PUBLIC WORKS
STANDARD DETAIL

SEWER LATERAL CLEAN-OUT
FOR EXISTING 4" LATERALS
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2'-0" MAXIMUM

6" MINIMUM

BACK OF WALK

IRON BODY CLEAN—-OUT WITH RAISED

HEAD, THREADED BRASS, STANDARD
CLEAN—OUT PLUG OR APPROVED
EQUAL.

P.v.C. (CLASS 150), V.C.P. OR

APPROVED EQUAL. PIPE TO BE
SAME 1.D. AS LATERAL

LBEND

E=S==============X h::::::::::::::::{.-I ——==7

4 EXISTING LATERAL WYE . N
SR S FE ——==========ooo=g-===o

NOTES:

1.

CUT EXISTING LATERAL AND
INSTALL ONE—WAY CLEAN-OUT
WITH MISSION CLAY PRODUCTS
"BAND SEAL" OR APPROVED EQUAL

ALL CLEAN—OUT BOXES SHALL BE MANUFACTURED BY CHRISTY CONCRETE
PRODUCTS WITH THE FOLLOWING SPECIFICATION NUMBERS:

6" RISER 8" RISER
NON—TRAFFIC | TRAFFIC | NON—TRAFFIC | TRAFFIC
BOX G-8 G—8 G-12 G-12
LID C-276 C-276 C-280 C-280

LIDS SHALL BE MARKED "SEWER”

BACKFILL FOR CLEAN—OUTS SHALL BE COMPACTED BY JETTING. TAMPING

SHALL NOT BE PERMITTED.

STAMP OR GRIND FACE OF CURB WITH "S” WHERE LATERAL PASSES UNDER CURB,

IF NOT PRESENT.

CITY OF MOUNTAIN VIEW
DEPARTMENT OF PUBLIC WORKS
STANDARD DETAIL

SEWER LATERAL CLEAN-OUT
FOR EXISTING 6" & 8" LATERALS
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2'—0" MAXIMUM

6" MINIMUM

BACK OF WALK

P.V.C. (CLASS 150), V.C.P. ——
OR APPROVED EQUAL.
PIPE TO BE SAME I.D. AS LATERAL

USE V.C.P. OR P.V.C. TO CAS
IRON ADAPTER AS NECESSARY [ ]

PLUG OR APPROVED EQUAL.

TWO WAY COMBINATION
CAST IRON CLEAN-OUT.

D
S
|

\

18 1/4"

1. ALL CLEAN-OUT BOXES SHALL BE MANUFACTURED BY CHRISTY CONCRETE
PRODUCTS WITH THE FOLLOWING SPECIFICATION NUMBERS:

4" RISER
NON—-TRAFFIC TRAFFIC
BOX V-1 G-5
LID D-210 C-275

2, LIDS SHALL BE MARKED "SEWER”

3. BACKFILL FOR CLEAN—OUTS SHALL BE COMPACTED BY JETTING. TAMPING
SHALL NOT BE PERMITTED.

4, CHANGES IN GRADE OR DIRECTION OF THE SEWER LATERAL SHALL
BE MADE ON THE BUILDING SIDE OF THE WYE.

5. STAMP OR GRIND FACE OF CURB WITH "S” WHERE LATERAL PASSES UNDER CURB,

IF NOT PRESENT.

IRON BODY CLEAN—OUT WITH RAISED HEAD,
THREADED BRASS, STANDARD CLEAN-OUT

CITY OF MOUNTAIN VIEW
DEPARTMENT OF PUBLIC WORKS
STANDARD DETAIL

SEWER LATERAL CLEAN-OUT
FOR EXISTING 4" LATERAL STUBS

FILE NO.

_C-8




2'-0" MAXIMUM

6" MINIMUM

BACK OF WALK

/— GROUND

77 W_W

IRON BODY CLEAN—OUT WITH RAISED
HEAD, THREADED BRASS, STANDARD
CLEAN-OUT PLUG OR APPROVED
EQUAL.

P.v.C., V.C.P. OR APPROVED EQUAL.

PIPE TO BE SAME I.D. AND MATERIAL
AS LATERAL.

1
5BEND

1. ALL CLEAN-OUT BOXES SHALL BE MANUFACTURED BY CHRISTY CONCRETE
PRODUCTS WITH THE FOLLOWING SPECIFICATION NUMBERS:

6" RISER 8" RISER
NON—TRAFFIC | TRAFFIC | NON—TRAFFIC | TRAFFIC
BOX G-8 G-8 G-12 G-12
LID C-276 C-276 C-280 C-280

2. LIDS SHALL BE MARKED "SEWER”

3. BACKFILL FOR CLEAN—OUTS SHALL BE COMPACTED BY JETTING. TAMPING

SHALL NOT BE PERMITTED.

4. CHANGES IN GRADE OR DIRECTION OF THE SEWER LATERAL SHALL
BE MADE ON THE BUILDING SIDE OF THE WYE.

5. STAMP OR GRIND FACE OF CURB WITH "S” WHERE LATERAL PASSES UNDER CURB,

IF NOT PRESENT.

€3 PARJ T B

CITY OF MOUNTAIN VIEW
DEPARTMENT OF PUBLIC WORKS
STANDARD DETAIL

SEWER LATERAL CLEAN-OUT
FOR EXISTING 6" & 8" LATERAL STUBS
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